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1200-gauge polythene DPM with joints lapped and

sealed.  Dress up blockwork and over folded section

of vertical DPC and seal.

150mm thick Kingspan Thermafloor TF70 insulation

boards, must tightly abut inner face of blockwork

500-gauge polythene DPM / isolating membrane

with joints lapped and sealed.  Dress up perimeter

insulation to F.F.L

75mm thick cement: sand screed.

89x38mm C16 studwork forming timber

frame walls to timber frame manufacturers

drawings and details.

50mm thick Isover APR1200 mineral

insulation between studs.

30mm thick Kingspan Thermafloor TF70

insulation boards to wall perimters.

Seal gap between the skirting boards

and the floor using flexible sealant.

25x150mm skirting boards TBC

by client & contractor

12.5mm thick Gyproc WallBoard TEN

to both sides of studs with 3mm thick

skim coat of Gypsum BoardFinish.

Additional DPC located under kicker block,

dress VCL over and up block and seal.

66 Borstal Hill
Whitstable 167.63
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Detail Sheet 3

Detail 5 - Ground Floor / Internal Partition Detail
1:5

Residential Development for
3No. Detached Dwellings

do not scale.
all dimensions to be checked on site.

the contractor is responsible for checking dimensions, tolerances and references.
all discrepancies to be reported to DCM Architectural Consultants before proceeding with the works.

all drawings to be read in conjunction with other consultants drawings.
all drawings to be read in conjunction with Construction Notes.
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