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Do not scale this drawing.
All levels and dimensions are to be checked on site.
This drawing is to be read in conjunction with all relevant consultants'
requirements, drawings and specifications.
Any discrepancies between consultants' drawings to be reported to
the Contract Administrator before any relevant work commences.
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ALL BUILDINGS HATCHED/COLOURED THUS ARE TO BE DEMOLISHED INCLUDING ANY BASEMENTS AND ALL SUBSTRUCTURES
SERVICES, PATHS RETAINING WALLS AND THE LIKE. ANY HOLES BELOW THE GENERAL GROUND LEVEL ARE TO HAVE BATTERED
SIDES, AND SUITABLE DRAINAGE TO PREVENT THEM FILLING WITH WATER. THE EXPOSED FORMATION IS TO BE PROTECTED FROM
FROST AND EXCESSIVE DRYING BY A LAYER OF TERRAM FILTER MEMBRANE AND AND 150MM OF CRUSHED CONCRETE OR
HARDCORE FROM DEMOLITION ARISINGS..

SPORTS PITCHES OUSIDE OF DEMOLITION LIMITS LINE ARE NOT TO BE DISTURBED AND ALL TREES ARE TO BE PROTECTED FROM
ANY POTENTIAL DAMAGE AS A RESULT OF THE DEMOLITION WORKS.

SCHOOL ACCESS ROAD IS TO BE RETAINED AND KEPT CLEAR AND CLEAN DURING DEMOLITION WORKS.

THE ALL WEATHER PITCH, FENCING FLOODLIGHTING ETC IS TO BE PROTECTED DURING THE COURSE OF THE DEMOLITION WORKS
INCLUDING ANY EXISTING POWER CONTROL CABINETS FOR FLOODLIGHTING CONTROL.

FORMER CAR PARK.
TO BE USED FOR THE
STORAGE OF
UNCONTAMINATED CLEAN
CRUSHED CONCRETE
PERMITTED TO BE
RETAINED ON SITE BY THE
SPECIFICATION

HARDSTANDING.

BASKET BALL COURT.
TO BE USED FOR CONTRACTORS VEHICLES
PLANT AND MACHINERY.

CAR PARK

BOUNDARY OF DEMOLITION WORKS SHOWN THUS. INCLUDE ALL PATHS, HARDSTANDINGS, RETAINING WALLS AND THE LIKE WITHIN
THIS BOUNDARY.

BOUNDARY OF DEMOLITION
WORKS SHOWN THUS.
INCLUDE ALL PATHS,
HARDSTANDINGS,
RETAINING WALLS AND THE
LIKE WITHIN THIS
BOUNDARY.

BOUNDARY OF DEMOLITION
WORKS SHOWN THUS.
INCLUDE ALL PATHS,
HARDSTANDINGS,
RETAINING WALLS AND THE
LIKE WITHIN THIS
BOUNDARY.

PUBLIC UTILITIES INFORMATION IS AVAILABLE AND SUITABLE TERMINATION OF CONNECTION POINTS ARE TO BE DETERMINED
DURING THE TENDER STAGE FOR SERVICES ENTERING BUILDINGS SUCH THAT TERMINATION POINTS CAN BE AGREED, CLEARLY
IDENTIFIED AND MARKED BOTH ON PLANS AND ON THE GROUND ON COMPLETION. MAINS SERVICES THAT CROSS THE SITE ARE TO
BE RETAINED AND IDENTIFIED, LINES AND LOCATIONS ARE TO BE SUITABLY MARKED ON RECORD DRAWINGS AND ON THE GROUND
WITH SUITABLE SEMI PERMANENT MARKERS &/OR SIGNAGE.

WATER COURSES AND SURFACE WATER DRAINS AND THE LIKE ARE TO BE PROTECTED FROM ANY CONTAMINATION BY DEMOLITION
ARISINGS.

WATER COURSES AND SURFACE WATER DRAINS AND THE LIKE ARE
TO BE PROTECTED FROM ANY CONTAMINATION BY DEMOLITION
ARISINGS.

SUB STATIONS ARE TO BE PROTECTED DURING THE COURSE OF THE
WORKS BOTH IN TERMS OF SITE SAFETY AND TO PREVENT
ACCIDENTAL DAMAGE.

SUB STATIONS ARE TO BE PROTECTED DURING THE COURSE OF THE
WORKS BOTH IN TERMS OF SITE SAFETY AND TO PREVENT
ACCIDENTAL DAMAGE.

THE LOADBEARING CAPACITY OF THE EXISTING ROADWAY IS NOT KNOWN. ROAD EDGES ARE NOT PROTECTED AND THE
CONTRACTORS ARE TO SATISFY THEMSELVES THAT THE VEHICLES AND EQUIPMENT THEY PLAN TO USE CAN BE ACCOMMODATED
SAFELY. AND ENSURE THAT DRIVERS ARE MADE AWARE OF ANY HEADROOM PROBLEMS OR SINKING POTENTIAL AT ROAD EDGES.
THE SITE IS TO BE SECURED FOR SAFETY AND SECURITY PURPOSES AT ALL VULNERABLE LOCATIONS. ALL EQUIPMENT AND THE
WORKS ARE TO BE LEFT SAFE AT ALL TIMES.

18"STEEL (450MM) IP
 GAS MAIN ROUTE TO BE CHECKED AND IDENTIFIED BUT NOT DISTURBED.

DEMOLITION CONTRACTOR TO IDENTIFY
SUITABILITY OF CONSTRUCTION/VEHICLE
WEIGHTS. THIS AREA MAY ALSO BE USED FOR
STORING CRUSHED CONCRETE ETC.

SYMBOLS SUCH AS THIS IDENTIFY CONCERNS OF A HEALTH & SAFETY NATURE.

FOUNDATION REMOVAL COULD RESULT IN HEALTH & SAFETY ISSUES FOR TRESPASSES OR OTHER VISITORS. TRENCHES ARE TO BE
BACKFILLED USING COMPACTED FILL AND DEEP BASEMENT TYPE EXCAVATIONS ARE TO BE LEFT OPEN BUT PROTECTED AND
GUARDED AS DESCRIBED ABOVE.
DEMOLITION WORKS ARE INHERENTLY DANGEROUS. NORMAL PRECAUTIONS ARE NOT LISTED HERE BUT EVIDENCE OF COMPETENCE WILL BE SOUGHT FROM ALL CONTRACT
TENDERERS.

TREES ARE GENERALLY RETAINED AND VULNERABLE TREES MUST BE PROTECTED DURING THE COURSE OF DEMOLITION WORKS - THE DEMOLITION CONTRACTOR IS TO IDENTIFY
ANY TREES THAT MUST BE REMOVED TO PERMIT DEMOLITION WHICH ARE TO BE CHECKED FOR NESTING BIRDS AND ROOSTING BATS BEFORE REMOVAL (SOFT FELLING).

WORKS MUST NOT COMMENCE UNTIL ECOLOGY, TREE AND CONTAMINATION STUDIES HAVE BEEN COMPLETED AND PLANNING
PERMISSION HAS BEEN SOUGHT, GRANTED AND HAD ALL/ANY  CONDITIONS DISCHARGED..

TAKE DOWN ANY WALLS AND BALUSTRADES ETC IN THIS AREA TO GROUND LEVEL.

OFF SITE WORKS - REMOVE AND CART AWAY LIGHTING COLUMNS AND CABLES SERVING ACCESS PATHWAY.

P2.

TAKE DOWN ANY
WALLS AND
BALUSTRADES
ETC IN THIS AREA
TO GROUND
LEVEL.

REMOVE & CART AWAY ALL CYCLE
RACKS IN THIS AREA

TAKE DOWN ALL FENCING IN THIS AREA TO GROUND LEVEL.

Basement in this area
approached by steps here.
Extent to be checked by
tenderers!


